
Product datasheet
Specifications

Self adhesive and fixed canopy for
landscape enclosure W847xD62
mm - RAL9005
NSYCSA68

Main
Range Thalassa

Accessory / separate part
category

Enclosure accessory

Product or component type Canopy

Range compatibility Thalassa PLM landscape

For enclosure nominal
dimensions

636 mmW: 847 mm D: 300 mm

Mounting location On top of enclosure

Device composition 1 canopy
2 screws
adhesive seal

Complementary
Material PVC (polyvinyl chloride)

Colour Black (RAL 9005)

Fixing mode Adhesive
By screw

Height 5 mm

Width 847 mm

Depth 62 mm

Packing Units
Unit Type of Package 1 PCE

Number of Units in Package 1 1

Package 1 Weight 0.410 kg

Package 1 Height 5 mm

Package 1 width 920 mm

Package 1 Length 80 mm

Offer Sustainability
Sustainable offer status Green Premium product

REACh free of SVHC Yes

EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope)
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EU RoHS Declaration

Toxic heavy metal free Yes

Mercury free Yes

RoHS exemption information Yes

China RoHS Regulation China RoHS declaration
 Pro-active China RoHS declaration (out of China RoHS legal scope)

Environmental Disclosure Product Environmental Profile

Contractual warranty
Warranty 18 months
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https://download.schneider-electric.com/files?p_Doc_Ref=NSYCSA68_ROHS_DECLARATION&p_FileName=NSYCSA68_ROHS_DECLARATION_GB_en-GB.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=NSYCSA68_ROHS_DECLARATION&p_FileName=NSYCSA68_ROHS_DECLARATION_GB_en-GB.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=NSYCSA68_ROHS_CHINA_DECLARATION&p_FileName=NSYCSA68_ROHS_CHINA_DECLARATION_GB_en-GB.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110118EN

