
Data sheet

Commercial Art.No.: R1.210.1102.0

emergency stop button SNH 1102 2 NC M12

Emergency stop pushbutton, with M12 connection 5-pin, contact assignment 2 NC, 
IP65/IP67

Commercial Art.No. R1.210.1102.0
EAN 4049088647406
Order Unit 1

certificates / approvals

Technical data
technical data

hole diameter 22.3 mm
unlocking method turn unlatching mechanism
housing material plastic
with lighting no
degree of protection (IP) IP65
min. ambient temperature -25 °C
max. ambient temperature 70 °C

classification

ECLASS 11
ETIM 9.0 EC000221
ETIM 8.0 EC000221

product compliance

ROHS conformity status compliant/exempted
ROHS exceptions III-6(c)
REACH-SVHC conformity status Duty-To-Declare
REACH-SVHC substances Lead
REACH-SVHC CAS numbers 7439-92-1

Accessories
Commercial 
Art.No.:

Article-type description: Description:

R1.500.0505.0 connection cable SLX-CAB-M12-0505 SLC M12, 5 pin Connection Cable (unshielded), 5m long
R1.500.0510.0 connection cable SLX-CAB-M12-0510 Connection cable M12, 5-pole, Length 10m, unshielded
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R1.500.0515.0 connection cable SLX-CAB-M12-0515 Connection cable M12, 5-pole, Length 15m, unshielded
R1.500.0525.0 connection cable SLX-CAB-M12-0525 Connection cable M12, 5-pole, Length 25m, unshielded
R1.500.0550.0 connection cable SLX-CAB-M12-0550 Connection cable M12, 5-pole, Length 50m, unshielded
R1.600.0505.0 connection cable SLX-CAB-M12-S0505 Connection cable M12, 5-pole, Length 5m, shielded
R1.600.0510.0 connection cable SLX-CAB-M12-S0510 Connection cable M12, 5-pole, Length 10m, shielded
R1.600.0515.0 connection cable SLX-CAB-M12-S0515 Connection cable M12, 5-pole, Length 15m, shielded
R1.600.0525.0 connection cable SLX-CAB-M12-S0525 Connection cable M12, 5-pole, Length 25m, shielded
R1.600.0550.0 connection cable SLX-CAB-M12-S0550 Connection cable M12, 5-pole, Length 50m, shielded
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