
Product datasheet
Characteristics

NSYSNLPLA
Door switch for PLA enclosure

Main
Range Thalassa
Product or component type Door switch
Anwendung Multi-purpose
Nennmaße des Gehäuses -
Mounting location Enclosure
Range compatibility Thalassa PLA enclosure
Device composition Fixing elements

1 x switch/commutator unit
1 x fixing support

Complementary
Fixing mode Direct fixing - enclosure location
Input type NC + NO
Absolute maximum input 10 A/500 V

Packing Units
Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Weight 234 g
Package 1 Height 4 cm
Package 1 width 5 cm
Package 1 Length 13 cm

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
REACh free of SVHC Yes
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=10178257&lang=en-us


EU RoHS Directive Compliant
EU RoHS Declaration

Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

Product out of China RoHS scope. Substance declaration for your information
Environmental Disclosure Product Environmental Profile

Contractual warranty
Warranty 18 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10178257&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10178257&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=10178257&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110923EN

