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Product data sheet
Characteristics

SL00080
PS round box - IP56 - IK07 - RAL7035 -
Ø85mm D=48mm

Main
Range Thalassa
Product name SL
Device application Multi-purpose
Product or component
type

Industrial box

Depth 48 mm
Diameter 85 mm
Enclosure mounting Wall mounted
Device composition 1 body

1 cover
Quantity per set Set of 5
Body type One piece moulded
Type of front cover Plain
Cover fixing Clipped
Removable parts Cover

Complementary
Material PS (polystyrene)
Surface finish Polished
Colour Grey (RAL 7035)
Electrical insulation class Class II
IP degree of protection IP56 conforming to IEC 60529
IK degree of protection IK07 conforming to IEC 62262
Net weight 0.061 kg

Offer Sustainability
REACh Regulation REACh Declaration
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) EU RoHS Decla-

ration

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=403765505&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=403765505&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=403765505&lang=en-us

